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Abstract: Bulk metallic glass of Cu60Zr20Ti20 composition
has been synthesized by coppermold casting. Slices of the
as-cast glass has been subjected to severe plastic deforma-
tion by high-pressure torsion for differentwhole turns. The
microstructure and the thermal behavior of the deformed
disks have been investigated by X-ray diffraction and dif-
ferential scanning calorimetry. It was confirmed that the
initial compression preceding the high pressure torsion in-
duces crystallized structure, which shows only minor fur-
ther changes upon the severe plastic shear deformation
achieved by twisting the sample. The X-ray line profiles
have been evaluated by the Convolutional Whole Profile
Fitting algorithm in order to determine the evolution of the
microstructural parameters, such as the median and vari-
ance of the crystallite size distribution, average crystallite
size and dislocation density as a function of the number of
revolutions. Hardness measurements by nanoindentation
have also been carried out on the as-cast alloys and the
deformed disks.
Keywords: amorphous alloys; sever plastic deformation;
hardness; glass transition
1 Introduction
Bulk metallic glasses (BMGs) exhibiting only short range
atomic order have received increasing attention in the last
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couple of decades due to their special mechanical proper-
ties, such as high tensile strength and hardness, large elas-
tic strain and high stored elastic energy [1ś3], which are
directly connected to the lack of structural faults such as
dislocations and grain boundaries [4ś7]. Nevertheless, the
wide-spread application of BMGs has not occurred yet be-
cause of brittleness, expensive alloying components and
the required precise preparation conditions [4ś8].
Among the large variety of BMG classes, Cu-based
metallic glasses are one of the most intensively studied al-
loys, since they possess high glass forming ability (GFA) [9,
10], excellent corrosion resistance [11, 12] and some intrin-
sic plasticity [13ś15]. It was found that the thermal stability
is decreasingwith increasingTi-content and themaximum
belongs to Cu64Zr28.5Ti17.5 [16]. The glassy concentration
range in the ternary Cu-Zr-Ti system can be predicted by
the calculation of vacancy formation energy, mixing en-
thalpy and configurational entropy [17]. The GFA of the bi-
nary Cu-Zr system is so high in wide composition range
that it is possible to cast alloys in bulk glassy form [18, 19].
During tensile deformation Cu-Zr-based BMGs polymor-
phically precipitate nanocrystals [20], which are responsi-
ble for macroscopically detectable plastic strain and work
hardening [21]. Following the glass transition, devitrifica-
tion of the ternary Cu-Zr-Ti system usually occurs in two
subsequent crystallization events, i.e. thefirst stage is char-
acterized by the formation of Cu51Zr14 nanocrystals em-
bedded in the residual amorphous matrix [22], while the
crystallization is completed during the second step, when
the precipitation of hexagonal Cu2ZrTi-like phase takes
place [23]. Ordered local nanocrystallization can also take
place in a Cu-Zr-Ti metallic glass during ion bombarding,
which feasibility strongly correlates with the glass transi-
tion [24]. Surprisingly, the devitrification of a Cu60Zr30Ti10
metallic glass commences by the nucleation of Cu-rich
cubic nanometer-sized crystals which are randomly dis-
tributed in the residual amorphousmatrix [25]. Isothermal
annealing of the Cu60Zr20Ti20 alloy below the glass transi-
tion revealed that atomic diffusion in the amorphous ma-
trix proceeds with a decreasing nucleation rate [26].
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Besides nanocrystallization, the ductility of metallic
glasses can be significantly increased by dispersing the
macroscopic external strain among several competitive
shear bands developed in the amorphous structure either
by structural and/or compositional inhomogeneities [27,
28] or by surface constraint techniques [29ś36]. Among
the large number of severe plastic deformation techniques,
high-pressure torsion (HPT) has received a remarkable at-
tention in the last decades due to the very high applied
shear strain in a practically large sample volume [37, 38].
In brief, during the HPT deformation technique, a speci-
men of disk-shape is placed between two stainless steel
anvils and subjected to simultaneousuniaxial loadand tor-
sional straining [39, 40]. Themicrostructural andmorpho-
logical features,mechanical properties and thermal behav-
ior of an amorphous Cu-Zr-Ti metallic ribbon pieces com-
pacted and deformed by HPT have been correlated by the
calculated temperature evolution in theHPT-diskbasedon
a heat-conductionmodel [41ś43]. The effect of the parame-
ters of the HPT-device, i.e. the shear rate [44] and accumu-
lated shear were demonstrated in details [45].
In the present research the effect of shear strain on the
microstructure, thermal stability andmechanical behavior




Bulkmetallic glass rod (diameter 5 mm) with Cu60Zr20Ti20
nominal composition was cast by suction casting into a
Cu-mold in an arc furnace from liquid state under puri-
fied Ar atmosphere. The master alloy was produced in the
same furnace by arc melting the high-purity components
(>99.9%) and then the ingot was flipped and remelted sev-
eral times, to ensure compositional homogeneity.
For subsequentHPTprocessing, the as-cast BMGcylin-
der were cut into slices with a height of 1 mm and radius
2 mm. The HPT procedure was carried out on these disks
in air, under an applied pressure of 8 GPa at room temper-
ature with an angular velocity of ω = 0.2 revolution/min
for N=0.2, N=1 and N=5 revolution. For comparison a disk
without torsion (N=0) was also prepared. Generally, the









where θ and L are the rotation angle and the thickness of
the disk, respectively. For large strains (i.e. at the perimeter













Table 1 tabulates the γ and ϵ values for all the deformed
disks at the perimeter (r=2 mm). In the experimental setup
of theHPT the stainless steel anvils followed a constrained
geometry [37]. Marker lines drawn on the surface of the
disks indicate that slippage between the disk and anvil
was negligible.
Table 1: Calculated shear strain and accumulated strain values for
the different HPT deformed disks obtained at the perimeter (r=2mm)
with a final thickness L=0.9 mm.
Number of turns
(N)






The microstructure of the as-cast and deformed samples
was examined by X-ray diffraction. The measurements
were carried out on a Rigaku SmartLab diffractometer in
θ-2θ geometry using Cu-Kα radiation. The data were col-
lected from 20∘ to 75∘ with a step size of 0.01∘. Cell param-
eters of the crystalline phases were determined from peak
positions after deconvolution of the overlapping peaks.
X-ray diffraction peak profile analysis is a powerful
tool to determine the microstructural properties of nanos-
tructured materials. In the present investigations we ap-
plied the Convolutional Multiple Whole Profile (CMWP)
fitting procedure which incorporates the direct fit of the
whole measured diffraction pattern by the sum of back-
ground, theoretically constructed profile functions and
measured instrumental profiles [46]. As known, the contri-
bution of the coherently scattering domain size and the lat-
tice strain on peak broadening can be separated on the ba-
sis of their different diffraction order dependence. In brief,
these profile functions are determined for each reflection
of each crystalline phase as the inverse Fourier transform
of the product of the theoretically well-established size
and strain Fourier coefficients providing both the size and
strain parameters of the microstructure [47]. It is assumed
306 | Á. Révész et al.
that the crystallites have a lognormal size distribution:
G(x) = (2π)−1/2σ−1x−1 exp[−(ln(x/m))2/2σ2], (3)
where σ and m are the variance and median of the distri-
bution, respectively. Accordingly the average size of the co-
herently scattering domains can be expressed as
⟨D⟩ = m exp(2.5σ2). (4)
The CMWP algorithm also provides the strain parameters,
i.e. the average dislocation density (ρ) can also be deter-
mined.
Imaging of the sample surface of the as-cast and
deformed samples was performed in a tabletop Hitachi
TM4000Plus scanning electron microscope (SEM) in back
scattered electron (BSE) mode using 10 keV electrons.
2.3 Thermal characterization
A Perkin Elmer power compensated differential scanning
calorimeter (DSC) was applied to investigate the ther-
mal behavior and crystallization sequence of the as-cast
Cu60Zr20Ti20 BMG rod and the deformed specimens in a
linear heating ramp performed at a scan rate of 20 K/min.
All measurements were carried out under protective Ar at-
mosphere. The temperature and the enthalpy were cali-
brated by using pure In and Al. Each measurement was
followed by a second run in order to obtain the baseline.
2.4 Hardness measurements
Depth sensing nanoindentation tests were carried out on
polished circular planes of the deformedHPT disks and on
a reference as-cast sample. For each samples, 225 nanoin-
dentations tests arranged in 15 x 15 matrix with neigh-
bor spacing of 50 µm were carried out by an UMIS CSIRO
nanoindentor using a Vickers indenter head and applying
maximum loads of 50mNat a loading rate of 0.5mN/s. The
hardness in each test was determined by the Oliver-Pharr
method [48]. Based on the high number of hardness val-
ues, a hardness distribution was calculated for each sam-
ple using a 0.25 GPa bin size.
3 Results and discussion
The XRD pattern of the as-cast Cu60Zr20Ti20 BMG is domi-
nated by a broad halo (2θ~42 deg) which confirms that the
Figure 1: XRD patterns of as-cast, compressed (N=0) and different
(N=0.2, 1, 5) HPT deformed Cu60Zr20Ti20 samples. Diffraction peaks
of the crystalline Cu2ZrTi and Cu51Zr14 phases are indicated.
material is X-ray amorphous (Figure 1). The correspond-
ing continuous heating DSC thermogram exhibits the typ-
ical features of a metallic glass, i.e. the glass transition
(Tg=703 K) is followed by a two-step crystallization pro-
cess characterized by T1=742 K and T2=782 K transforma-
tion temperatures (see Figure 2a), in agreement with lit-
erature data [23]. The exothermic heat release (∆HBMG=56
J/g) corresponds to the enthalpy of crystallization is some-
what larger than that was obtained for an amorphous rib-
bon of similar composition (∆Hribbon=49 J/g) processed by
themelt-spinning technique [23]. Isothermal annealing ex-
periment taken close to the glass transition (Tann=700K)
exhibits amonotonously decreasing curve (Figure 2b). The
lack of any significant exothermic peak on the isothermal
heat signal may correspond to limited nucleation of crys-
talline products, while the decaying signal relates to a sim-
ple growth process of very tiny crystalline embryos, which
are already present in the as-cast glass [49].
The diffractograms taken on the surface of the de-
formed disks indicate that the plastic deformation results
in a drastic change in the microstructure (see Figure 1).
All patterns exhibit several well defined Bragg-peaks cor-
responding to intensive crystallization, nevertheless a mi-
nor amorphous component can still be recognized for each
deformation state. The XRD pattern corresponding to the
N=0 disk is already characterized by the peaks of hexag-
onal Cu51Zr14 (p6/m) and hexagonal Cu2ZrTi (p63/mmc)
phases. It is noted that these phases are identical to those
that form after thermal annealing of the same system [23].
Interestingly, the HPT deformation of the Cu-Zr-Ti system
produced by melt-spinning (obtained at a significantly
higher cooling rate) results in a remarkably different mi-
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Figure 2: (a) DSC curves of as-cast, compressed (N=0) and different
(N=0.2, 1, 5) HPT deformed Cu60Zr20Ti20 samples. The Tg glass
transition and the T1 and T2 crystallization peak temperatures are
indicated on the as-cast curve. (b) Isothermal annealing obtained
on the as-cast BMG at Tann=700K.
crostructure [41]. Namely, the deformed melt-spun mate-
rial still contained a major amorphous component, with
only ~20 percent of Cu51Zr14 and Cu2ZrTi nanocrystals em-
bedded in thematrix [41]. The difference in themicrostruc-
ture of the as-cast BMG rod and melt-spun amorphous Cu-
Zr-Ti ribbon and the corresponding HPT induced devitri-
fication products are presented by schematic free energy
curves in Figure 3. Presumably, as some crystalline em-
bryos already exist in the present as-cast BMG and are ab-
sent in the as-spun ribbon of the same composition (see
the bottom images in Figure 3), the activation barrier for
crystallization (indicated as ∆G*) is significantly reduced
for the BMG rod with respect to the as-spun ribbon, due to
the slight enthalpy increase (∆HBMG>∆Hribbon). Therefore
we can conclude that the presence of the embryos in the as-
processed state can promote the devitrification [50], which
is already manifested in the formation of crystalline prod-
ucts during the initial plastic deformation of the compres-
Figure 3: Schematic free energy curves of the as-cast Cu60Zr20Ti20
BMG and the corresponding amorphous ribbon. ∆HBMG and
∆Hribbon denotes the enthalpy release during continuous calori-
metric measurement. ∆G* is the activation barrier for nucleation.
Bottom images indicate that the as-cast BMG glass contains crys-
talline embryos, contrary to the as-spun ribbon, which is fully
amorphous. The microstructure obtained after HPT deformation
also reveals significant differences, the strained BMG is almost fully
crystalline, while the deformed ribbon still contains a significant
amount of the amorphous phase.
sion of theHPT (N=0), aswas confirmedby the correspond-
ing XRD pattern in Figure 2. As one can notice, there is
only a slight change in the patterns when the shear strain-
ing is introduced, the peaks become more broad and over-
lap each other as the number of rotations (N) increases.
At the same time the corresponding DSC signals also un-
dergo significant changes (see Figure 2a). The glass transi-
tion practically vanishes for all deformed samples while
the total enthalpy release (∆HBMG) drops down to ~7-10
percent of the initial value, confirming that HPT results in
an amorphous nanocomposite structure with only small
amorphous content.
Detailed analysis of the XRD peak positons revealed
the a parameter of both hexagonal phases is, on aver-
age, about 0.4-0.5 percent lower than the literature value
(Figures 4a and b), while the c parameter of the Cu2ZrTi
phase slightly exceeds it at the initial (N=0) and final (N=5)
stages of the HPT deformation. On contrary, the c param-
eter of the Cu51Zr14 phase is systematically and signifi-
cantly smaller, reaching a minimum of 96.7 percent of the
literature value at the early period (N=0.2) of deformation,
while it increases up to ~100percent at the largest deforma-
tion (N=5). From the lattice parameters plotted in Figure 4,
one can calculate the unit cell volume of the two hexago-
nal phases. Accordingly, this volume shows an increasing
trend with the rotation number from a value 4 percent be-
low the literature data to minus 1 percent for the Cu51Zr14
phase, while it is about 1% less for the Cu2ZrTi phase, in-
dependent of the applied shear strain.
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Figure 4: Calculated hexagonal cell parameters of the (a) Cu2ZrTi
and (b) Cu51Zr14 phases in the as-cast and deformed states. For
comparison, the equilibrium cell parameters (horizontal lines) and
the relative cell parameter variation are also indicated.
The difference between the calculated and the
literature unit cell parameters may be explained
by the difference in the composition of the as-cast
Cu60Zr20Ti20material and the mixture of the Cu51Zr14 and
Cu2ZrTi phases with exact stoichiometric composition. In
details, the mixture of the two phases lacks about 10 at.%
Zr and substitution of Zr with the Cu or Ti atoms should
result in distortions of the equilibrium crystalline struc-
tures due to the large size difference (rCu=1.35Å, rTi=1.4Å,
rZr=1.55Å) of the components. On average, the radius of a
Zr atom is 11-15% higher than that of the two other com-
ponents, therefore substitution of 10% Zr atom is equiv-
alent to 3-4.5% volume change if the metallic crystalline
structure relaxes to fill the available volume optimally. Evi-
dently, this volume change is in good agreement with that
of the Cu51Zr14 phase (about 4%), but for the Cu2TiZr lat-
tice the measured volume change is smaller (it is about
1%), which indicates some stability and less relaxation
possibility in the structure with the smaller unit cell.
A typical example of the CMWP fit together with the
measured signal and difference plot is shown in Figure 5.
Figure 5: XRD pattern of the sample in the N=0 state with the CMWP
fit. The difference between the measured data and the CMWP fit is
also indicated.
Figure 6: Crystal size distributions determined by CMWP fitting of
the (a) Cu2ZrTi and (b) Cu51Zr14 phases for the different deformed
states.
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Figure 7: (a) Crystalline size ⟨D⟩ and (b) dislocation density (ρ) of
the Cu2ZrTi and Cu51Zr14 phases determined by the CMWP fit for the
different deformed states.
An almost perfect overlap between the whole fitted and
measured patterns is evident, confirming that the numer-
ical iteration during the CMWP analysis converged satis-
factorily. From the available data of m and σ, the normal-
ized crystallite size-distribution functions (see Eq. 2) can
be constructed for both hexagonal phases. As seen in Fig-
ure 6a, the histograms corresponding to Cu2ZrTi obeys a
significant narrowing with increasing torsional straining
accompanied with a shift of the median to lower values
indicating a homogenization on nanoscale and a simulta-
neous size reduction, even though a slight broadening of
the histogram occurs at the final stage of the deformation
(N=5). At the same time analmost gradual homogenization
andcrystallite size reduction canbevisualized inFigure 6b
for the Cu51Zr14 phase. The corresponding calculated ⟨D⟩
values are plotted for both hexagonal phases in Figure 7a.
As seen, there is an overall gradual decreasing tendency
with increasing strain, reaching a final value of ⟨D⟩=10 nm
and ⟨D⟩=4 nm for the Cu2ZrTi and Cu51Zr14 phases, respec-
tively. The average dislocation density values also obeys
a decreasing tendency with the torsion number, indicat-
ing that part of the dislocations generated during the ini-
tial compression are annealed out during the subsequent
shearing (Figure 7b). It is noted that the calculated av-
erage dislocation distance (LC = ρ
−1/2) considerably ex-
ceeds the obtained average crystallite size ⟨D⟩ at each de-
formed states for both phases, which means that most of
the grains can be considered as defect-free. Accordingly,
only ~10 percent of the crystallites contains at least one
dislocation for the N=5 state.
Figure 8 shows BSE images of the surface of N=0,
N=0.2, N=1 and N=5 deformed samples. As seen in Fig-
ure 8a, homogeneous sample surface with some cracks
can be observed in N=0 sample. The cracks possibly
opened up after unloading from high pressure compres-
sion test and they disappear after severe shear deforma-
tion with N=0.2, N=1 and N=5 (cf. Figure 8b-8d). Based
on the sensitivity of the BSE SEM mode on concentration
fluctuations, the homogeneity of the as-cast alloys was re-
tained for the N=0 sample below the submicrometer range.
However, in subsequent shear deformation in HPT (Fig-
ure 8b-8d), inhomogeneouspattern emergedabove the res-
olutionof theBSEmode, andperiodicwhiter anddarker re-
gions can be observed indicating decomposition of lighter
and heavier elements in the homogeneous matrix. This in-
homogeneity is the strongest for the N=0.2 sample indicat-
ing that beside the decomposition a homogenization pro-
cess takes also place due to the severe shear deformation.
Hardness values determined from large number
nanoindentation measurements for each sample are plot-
ted as hardness distributions in Figure 9a-9e. The as-cast
BMG exhibits a sharp HV distribution (Figure 9a) compar-
ing to the deformed samples. This is typical for metallic
glass samples, which showhomogeneity and are relatively
free from internal stresses in the as-cast state. However, a
minor subpeak in the HV distribution at about 10 GPa
indicates some inhomogeneity in the microstructure of
the as-cast BMG may relates to the presence of impurities
or accidental devitrified region. The average of the HV
distribution for the compressed sample (Figure 9b) is in
coincidence with the position of the subpeak in Figure 9a
indicating that the whole sample (N=0) is devitrified after
compression in good agreement with the XRD and calori-
metric results (see Figures 1 and 2). Figure 9f shows the
average of the hardness (HV) for the as-cast and different
deformed states. As seen, the HV value of as-cast sample
reaches 11.64 GPa, while for the deformed samples the HV
is first decreasing to 8.4 GPa and has aminimum for N=0.2
state and then it increases and reaches 10.4 GPa for N=5.
This behavior is similar to the evolution of the micro scale
decomposition observed in the SEM images (Figure 8). The
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increasing tendency of HV with a slightly decreasing evo-
lution of ⟨D⟩ through torsion numbers from N=0.2 to N=5
can be explained by the Hall-Petch relationship [51].
4 Conclusions
Bulk metallic glass rod of Cu60Zr20Ti20 composition has
been synthesized by copper mold casting technique. Ac-
cording to X-ray diffraction and linear heating calorimetric
experiments, the as-cast glass is fully amorphous. Never-
theless the decaying heat signal recorded during isother-
mal annealing close to the glass transition temperature re-
lates to a simple growth process of very tiny crystalline
embryos. Slices of the as-cast glass has been subjected
to severe plastic deformation by high-pressure torsion for
N=0.2, N=1 and N=5 whole revolutions. The following find-
ings have been established:
• Intensive crystallization of the bulk glass takes place
during HPT-deformation, including the simultane-
ous formation of hexagonal Cu51Zr14 (p6/m) and
hexagonal Cu2ZrTi (p63/mmc) phases.
• The CMWP X-ray line profile analysis revealed that
there is an overall gradual decrease of the average
crystallite size with increasing accumulated strain,
reaching a final value of ⟨D⟩=10 nm and ⟨D⟩=4 nm
for the Cu2ZrTi and Cu51Zr14 phases, respectively.
• The average dislocation density values also obeys
a decreasing tendency with N, indicating that part
of the dislocations generated during the initial com-
pression are annealed out during the subsequent
shearing. Despite the large dislocation densities,
most of the grains can be considered as defect-free.
• The average HV value of the as-cast sample is the
highest among all the samples (11.64 GPa), while
HV reaches a minimum (8.4 GPa) after N=0.2 revo-
lutions.
The experiments carried out in this research indicate
that quenched-in nuclei can limit the stability of BMGs
against external mechanical impacts. In the future, there-
fore other Cu-Zr-Ti BMGs containing additional metallic el-
ements, along with alternative glass synthesis routes, can
be in the forefront of materials research in order to elimi-
nate the nucleus formation during casting.
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